Making a Sleeve

De‘l’ermining the length of the sleeve:

Measure the width of the quilt. Subtract 1”. Double that
length and we have the length of the fabric needed. For
example if the quilt width is 45". 45-1=44. 44x2+88. The
length needed for the sleeve is 88". The width needed is
always 10”. So for this example we need to end up with a

piece of fabric 88" x 10." See photo at #]

Fold this piece in half length-wise, right sides together.
Stitch 1/ along the 10" side. (photo Z) making a 43 1/2" Ic

tube. Press the seam open and turn right side out.

You end up with a long tube that looks like this (photo 3).

Next fold this piece in half so that length-wise right sides
together (right side is the side without the seam, if your
piece has several seams, then fold in half) a siand stitch
along the length. Turn the tube so that the long seam is
on the inside and press the seam in one direction or the

other. The sleeve will look like photo 4.

Press just above the seam line to create a good crease line.
Using your ruler, measure 4" below the crease line (Photo 5)
and pin inseveral places. Fold along the pin line and create a

second crease (below the stitching line)

The front of the sleeve will look like it has a lot of room.
This is important as this fillness will acccomodate the rod

allowing the quilt to hang properly (flat). (Photo 6)

Pin the sleeve one inch down and centered
from the top of the quilt. Then blind stitch
(as you would a binding) on all four sides of

the sleeve. Use the creased lines as the guide.
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